SD06.C1215/ Rev1

TACTILE BLISTER PAVING "BUFF” IN COLOUR @ 1:12
SLOPE MAXIMUM (1:20 PREFERABLE) ON COMPACTED
SAND BLINDING ON BLINDED COMPACTED CRUSHED

STONE ON GEOTEXTILE.

LAY 2 SLABS DEEP (800mm) AT INSET CROSSINGS

CENTRAL KERBS TO BE

Omm MIN. to 6mm MAX.

ABOVE CARRIAGEWAY

SURFACE
FOOTPATH
MATERIAL AS
SPECIFIED

FOOTPATH
WIDTH AS
SPECIFIED

STANDARD KERB

1:12 FALL / 1:12 FALL /

< Y |

1500 1500 ‘
‘ TAPERED KERB

TAPERED KERB
1600 MIN. FOR PEDESTRIANS

TYPICAL TACTILE PAVING & DROP KERB DETAILS
(INSET UNCONTROLLED)

SCALE 1:50 @ A0 & 1:100 @ A2

RED TACTILE BLISTER PAVING @ 1:12 SLOPE MIN. (1:20

PREFERABLE) ON COMPACTED SAND BLINDING ON BLINDED

COMPACTED CRUSHED STONE ON GEOTEXTILE.

LAY 2 SLABS DEEP (800mm) TO BACK OF KERB AT INSET

CROSSINGS. LAY 3 SLABS DEEP (1200mm) AT INLINE CROSSINGS.

ALWAYS INCLUDE STEM 1200mm WIDE EXTENDING BACK TO REAR  1200mm WIDE STEM TO
OF FOOTPATH EXTEND TO REAR OF

FOOTPATH

000
009
an

CENTRAL KERBS TO BE
Omm MIN. to 6mm MAX.
ABOVE CARRIAGEWAY

ray

[o2=Ke) (=] (=]
02688080580
5009652596525
520926%592090%%
')ononc')ononc')on (o)
5962559525525964
520926%59090%59%090¢
p208055080550508 SURFACE
o3l o Dull o 3o Jull o Jul o Jup Sull o Bull o} FOOTPATH
280 3000530005 00008
= C 5200059695525204 MATERIAL AS
[l T — h2a20%2527%205%09 SPEC‘HED
6 — B )ogogcaogogcaogogc
S g a ;ggggggggggggggggg STANDARD KERB
L=0 02028020280 2024
B5858858583858580505005059059504
. b20205202052020%52020%2026%5%080
1:12 beotantot0bl000ne020b080520008
FALL PSoS058050b305053000530305 0508
SIGN B8-8-88-8-83-8-8 3-8=-83
05056505255 9696529528%29590%595%691:12 FALL
b20205202052020%52026%52020%5%0%09 1
b209205202052620%526%6%52020%520%0
b2020520205202052620520205206%0
0202208036020 d8202d 0208302084
[ - N [
/L 1500 2400 MIN. FOR PEDESTRIANS 1500 }\
TAPERED KERB ™ ©~ TAPERED KERB

TYPICAL TACTILE PAVING AT SIGNAL CONTROLLED
JUNCTION

SCALE 1:50 @ ADO & 1:100 @ A2

TACTILE BLISTER PAVING "BUFF”

SLOPE MAXIMUM (1:20 PREFERABLE) ON COMPACTED
SAND BLINDING ON BLINDED COMPACTED CRUSHED
STONE ON GEOTEXTILE.

LAY 3 SLABS DEEP (1200mm) AT INLINE CROSSINGS

IN COLOUR @ 1:12

CENTRAL KERBS TO BE

TAPERED KERB

Omm MIN. to 6mm MAX.
ABOVE CARRIAGEWAY
SURFACE
FOOTPATH
MATERIAL AS
SPECIFIED
STANDARD KERB
1:12 FALL / 1:12 FALL /
< 7 ™Y |
1500 1500 ‘
\

1600 MIN. FOR PEDESTRIANS

TAPERED KERB

TYPICAL TACTILE PAVING & DROP KERB DETAILS

(INLINE UNCONTROLLED)

SCALE 1:50 @ A0 & 1:100 @ A2

CENTRAL KERBS TO BE
Omm MIN. to 6mm MAX.
ABOVE CARRIAGEWAY
SURFACE

/AT SECTION
TYPICAL CROSS SECTION THRO'
CONCRETE FOOTPATH / CYCLE PATH
WITH BLISTER PAVING

PROVIDE TACTILE BLISTER PAVING 2
SLABS DEEP (800mm) FOR FULL
EXTENT OF RAISED CROSSING

M112 AS PER CH.7
OF TRAFFIC SIGNS
MANUAL

Q

O

GUARDRAILING OR
KERB UPSTAND

NOTE: FOR UNCONTROLLED RAISED CROSSINGS AT JUNCTIONS,
TACTILE BLISTER PAVING SHOULD BE LAID 3 SLABS DEEP

(1200MM)

TYPICAL TACTILE PAVING AT AN UNCONTROLLED CROSSING

750

750

2300

\JL
\J\

NN

\

TRAFFIC SIGNS MANUAL
STOP SIGN RUS 027

TRAFFIC SIGNS MANUAL
NO ENTRY SIGN RUS 050

\J\
\J\

RRPLRRT

NN ONANANNA

TRAFFIC SIGNS MANUAL
TURN RIGHT RUS 005

ON A KERB TO KERB FLAT TOP RAISED CROSSING (AWAY
FROM JUNCTION)

SCALE 1:50 @ AO & 1:100 @ A2

4

TRAFFIC SIGNS MANUAL
NO LEFT TURN RUS 0013

,\J\,
,\J\,

1000

R

N

N AN

N

TRAFFIC SIGNS MANUAL

DISABLED PERSONS  SIGN F204

2300

N INNAN

N

N

TRAFFIC SIGNS MANUAL
PEDESTRIAN W140

2300

ONNVAN

TRAFFIC SIGNS MANUAL
KEEP STRAIGHT AHEAD
RUS 004

,\J\,
\J\

2300

NOTES

L 750 3

< 7

2300

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL ENGINEERS &
ARCHITECT'S DRAWINGS.FIGURED DIMENSIONS ONLY (NOT SCALING) TO
BE USED. WHERE A CONFLICT OF INFORMATION EXISTS OR IF IN ANY

DOUBT - "ASK".

CONSULTANTS TO BE INFORMED IMMEDIATELY OF ANY DISCREPANCIES
BEFORE WORK PROCEEDS.

LR,

ONNAN

%

\ \\

TRAFFIC SIGNS MANUAL
YEILD SIGN RUS 026

2300

TRAFFIC SIGNS MANUAL

ROUNDABOUT AHEAD WO043

,\J\, 8
A8
RO

TRAFFIC SIGNS MANUAL
CARPARK SIGN F10

o>

,\J\,
\J\

2300

N N ,\\ N

RO LT

TRAFFIC SIGNS MANUAL
SHARED ROUTE FOR CYCLISTS
AND PEDESTRIANS. RUS 058

NOTE:

2500mm.

WHERE SIGNS ARE LOCATED
VICINITY OF CYCLE LANES, MOUNTING
HEIGHT SHALL BE INCREASED TO

ALL SIGN SIZES AND MOUNTING
HEIGHTS SHOULD BE VERIFIED WITH
ENGINEER PRIOR TO PLACING ORDER.

IN THE

TRAFFIC SIGNS MANUAL
SEGREGATED CYCLE AND
PEDESTRIAN ROUTE. CYCLE ON
LEFT. RUS 058CL

,\J\,
\J\

2300

RS

N IONNK

N

TRAFFIC SIGNS MANUAL
SEGREGATED CYCLE AND
PEDESTRIAN ROUTE. CYCLE ON
RIGHT. RUS 058CR

PL1

30.06.17 | ISSUED FOR PLANNING

JN

POD

POD
BM

P1

27.10.16 | ISSUED FOR COMMENT

POD

POD

POD
BM

ISSUE

DATE DESCRIPTION

DRN

ORIG

P.E.
P.D.

ISSUE STATUS

[] PRELIMINARY (P1, P2, P3 etc.) D PLANNING (PL1, PL2, PL3 etc.)
] TENDER (T1,72, T3 etc.) [C] FOR CONSTRUCTION (0, 1, etc.)

BARRETT MAHONY

Consulting Engineers, Civil . Structural . Project Management.E-mail: bmce@bmce.ie Web: www.bmce.ie

° Thelnstitution AT\
@'J of Structural ACEI '\Eﬁ
15550012008 Engineers

NY

REGISTERED COMPAI
Cortiicat No. IRE1213

Dublin Office:

Sandwith House, 52-54 Lower Sandwith Street, Dublin 2, Ireland.

Tel: (01) 677 3200 Fax: (01) 677 3164
London Office:

12 Mill Street, London SE1 2AY, United Kingdom

Tel: (0044) 084 5413 2722

International Federation of
Consulting Engineers

CLIENT

UNIVERSITY COLLEGE DUBLIN

PROJECT TITLE

UCD STUDENT RESIDENCES MASTERPLAN

DRAWING TITLE

STANDARD TACTILE PAVING &
ROAD SINAGE DETAILS

PROJECT No.

15349 C1215 PLA1

DRAWING No. ISSUE

STATUS

PLANNING



AutoCAD SHX Text
FALL

AutoCAD SHX Text
SCALE:- 1:

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
25 @ A0

AutoCAD SHX Text
1:50 @ A2

AutoCAD SHX Text
CENTRAL KERBS TO BE 0mm MIN. to 6mm MAX. 6mm MAX. mm MAX. ABOVE CARRIAGEWAY SURFACE

AutoCAD SHX Text
1:12 FALL

AutoCAD SHX Text
1:12 FALL

AutoCAD SHX Text
SCALE 1:50 @ A0 & 1:100 @ A2

AutoCAD SHX Text
SCALE 1:50 @ A0 & 1:100 @ A2

AutoCAD SHX Text
STANDARD KERB

AutoCAD SHX Text
CENTRAL KERBS TO BE 0mm MIN. to 6mm MAX. 6mm MAX. mm MAX. ABOVE CARRIAGEWAY SURFACE

AutoCAD SHX Text
FOOTPATH MATERIAL AS SPECIFIED

AutoCAD SHX Text
TAPERED KERB

AutoCAD SHX Text
TAPERED KERB

AutoCAD SHX Text
TACTILE BLISTER PAVING "BUFF" IN COLOUR @ 1:12 SLOPE MAXIMUM (1:20 PREFERABLE) ON COMPACTED SAND BLINDING ON BLINDED COMPACTED CRUSHED STONE ON GEOTEXTILE. LAY 2 SLABS DEEP (800mm) AT INSET CROSSINGS 

AutoCAD SHX Text
1:12 FALL

AutoCAD SHX Text
1:12 FALL

AutoCAD SHX Text
TAPERED KERB

AutoCAD SHX Text
TAPERED KERB

AutoCAD SHX Text
STANDARD KERB

AutoCAD SHX Text
CENTRAL KERBS TO BE 0mm MIN. to 6mm MAX. 6mm MAX. mm MAX. ABOVE CARRIAGEWAY SURFACE

AutoCAD SHX Text
FOOTPATH MATERIAL AS SPECIFIED

AutoCAD SHX Text
TACTILE BLISTER PAVING "BUFF" IN COLOUR @ 1:12 SLOPE MAXIMUM (1:20 PREFERABLE) ON COMPACTED SAND BLINDING ON BLINDED COMPACTED CRUSHED STONE ON GEOTEXTILE. LAY 3 SLABS DEEP (1200mm) AT INLINE CROSSINGS

AutoCAD SHX Text
GUARDRAILING OR KERB UPSTAND

AutoCAD SHX Text
SCALE 1:50 @ A0 & 1:100 @ A2

AutoCAD SHX Text
M112 AS PER CH.7 OF TRAFFIC SIGNS MANUAL

AutoCAD SHX Text
NOTE:	FOR UNCONTROLLED  RAISED CROSSINGS AT JUNCTIONS, FOR UNCONTROLLED  RAISED CROSSINGS AT JUNCTIONS, AT JUNCTIONS, , TACTILE BLISTER PAVING SHOULD BE LAID 3 SLABS DEEP (1200MM)

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL STOP SIGN RUS 027

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL DISABLED PERSONS  SIGN F204

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL YEILD SIGN RUS 026

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL NO ENTRY SIGN RUS 050

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL PEDESTRIAN W140

AutoCAD SHX Text
NOTE: WHERE SIGNS ARE LOCATED IN THE VICINITY OF CYCLE LANES, MOUNTING HEIGHT SHALL BE INCREASED TO 2500mm. ALL SIGN SIZES AND MOUNTING HEIGHTS SHOULD BE VERIFIED WITH ENGINEER PRIOR TO PLACING ORDER.

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL KEEP STRAIGHT AHEAD RUS 004

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL TURN RIGHT RUS 005

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL CARPARK SIGN F10

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL NO LEFT TURN RUS 0013 

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL SHARED ROUTE FOR CYCLISTS AND PEDESTRIANS. RUS 058 

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL SEGREGATED CYCLE AND PEDESTRIAN ROUTE. CYCLE ON LEFT. RUS 058CL 

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL SEGREGATED CYCLE AND PEDESTRIAN ROUTE. CYCLE ON RIGHT. RUS 058CR 

AutoCAD SHX Text
TRAFFIC SIGNS MANUAL ROUNDABOUT AHEAD W043

AutoCAD SHX Text
1:12 FALL

AutoCAD SHX Text
1:12 FALL

AutoCAD SHX Text
SCALE 1:50 @ A0 & 1:100 @ A2

AutoCAD SHX Text
STANDARD KERB

AutoCAD SHX Text
TAPERED KERB

AutoCAD SHX Text
TAPERED KERB

AutoCAD SHX Text
SIGNAL

AutoCAD SHX Text
RED TACTILE BLISTER PAVING @ 1:12 SLOPE MIN. (1:20 PREFERABLE) ON COMPACTED SAND BLINDING ON BLINDED COMPACTED CRUSHED STONE ON GEOTEXTILE. LAY 2 SLABS DEEP (800mm) TO BACK OF KERB AT INSET CROSSINGS. LAY 3 SLABS DEEP (1200mm) AT INLINE CROSSINGS.  ALWAYS INCLUDE STEM 1200mm WIDE EXTENDING BACK TO REAR OF FOOTPATH

AutoCAD SHX Text
CENTRAL KERBS TO BE 0mm MIN. to 6mm MAX. 6mm MAX. mm MAX. ABOVE CARRIAGEWAY SURFACE

AutoCAD SHX Text
FOOTPATH MATERIAL AS SPECIFIED

AutoCAD SHX Text
1200mm WIDE STEM TO EXTEND TO REAR OF FOOTPATH 


	Sheets and Views
	A0


